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20 11 -16 Duramax Lift Pump Kit 9 -11 PSI  
Installation Instructions   

 

P/N# 1050321D 
 
 
 
 
 

PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE INSTALLATION 
 

DOWNLOAD ENHANCED 
INSTALL MANUALS AT 

dieselperformance.com 
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Kit Contents  

 

1500365-P2 1500330-D 

 
 

FlowMax Lift Pump V3 FlowMax Wiring Harness 

Qty: 1 Qty: 1 

 

 

1500380 1500394 1604054 1330157 

   
 

1/2" Quick Connect Female 1/2" Quick Connect Male 1/2" Fuel Hose 3/4ò ID Protective Loom 

Qty: 1 Qty: 1 Qty: 90ò Qty: 90ò 

 

 

1500313-M 1500313 1452821 

  
 

Filter Fitting x 1/2ò Barb -AN 8 ORB x 1/2ò Barb Hose Clamp 

Qty: 1 Qty: 1 Qty: 4 

 

 

1500358 1500355 1500393 1500333 

 

 

 

 

T-Bolt Clamp (Pump Body) Mounting Bracket Mount Strap 23.5ò 
Flowmax Bracket (Box 

Frame) 

Qty: 2 Qty: 1 Qty: 2 Qty: 1 
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1500356 1500317 1300529 1300131 

  

 
 

Vibration Isolator Spring (Yellow) Self-Tap Screw Tie Wrap 

Qty: 3 Qty: 1 Qty: 1 Qty: 12 

 

 

1900015 1402609 1500359 1500357 

    
Flange M8 x 30mm Bolt M8 Flat Washer Self-Threading 3/8ò Bolt 3/8ò Flat Washer 

Qty: 3 Qty: 3 Qty: 3 Qty: 3 

 

 
 
 
 

Introduction  

 
The 2011-2016 Duramax 6.6L engine is unlike other common rail injection systems as 
it lacks an electric fuel pump. Instead, the high pressure CP3 pump relies on an 
internal gear pump to suck fuel from the tank. This system has drawbacks. As engine 
demand is increased, the suction on the tank line is increased and this can limit 
available fuel supply to the high pressure pump, limiting horsepower. Additionally, 
when changing filters the system must be manually primed as there is no lift pump to 
do that for you. 
 
The BD Diesel FlowMax fuel lift pump is a high performance 
upgrade for your trucks fuel system that eliminates the 
downsides of a suction only system. This lift pump can supply 
up to 150 gph of fuel, enough to support 600 horsepower.  
 
Installing this kit is now easier thanks to the supplied quick 
connect fuel fittings meaning no more cutting the fuel lines.   
 
The FlowMax V3 pumps are a high longevity gerotor design 
which results in low noise and high reliability.  
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Optional Accessories  

1050340-WSP Water Separator Add On Kit 
STRONGLY RECOMMENDED 

This kit adds a high micron (low pressure 
loss) filter to the inlet of the pump with 
integral water separator and drain. This is 
strongly recommended to avoid debris or 
water contaminating your FlowMax lift pump. 

1050340-PFF Fine Filter Add On Kit 
This kit adds a low micron filter to the 
outlet of the pump. This is 
recommended when bypassing the 
factory fuel filter on the engine or for 
additional fuel filtering performance 
beyond what the factory filter offers. 

  
 
1050345 High Flow Draw Straw Kit 
This kit bypasses the stock fuel tank suction 
connection to provide higher flow. The kit has 
a new top mount bulkhead fitting with an 
extra-large diameter convoluted pickup tube 
for reduced restriction. 

 
1050330 High Flow Sump Kit 
This kit installs in the bottom of the fuel 
tank to reduce restriction on the supply 
line. Kit can be installed without 
dropping the tank. 
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Pump Pressures and Spring Options  

  

 

9-10 PSI Spring in pump 

11 PSI Yellow spring 

Using a 1/4ò hex tool, 
loosen the hex plug to 
access the spring. 
 
Note: You may need 
to use a vice with soft 
jaws to help secure the 
pump. 
 

 

 

Once the plug is 
removed you can 
access the spring to 
be changed. 
 
Important: Do not 
remove the piston 
behind the spring. 

When reinstalling the 
plug and spring 
assembly, ensure the 
spring is centered in 
the poppet. 
 
NOTE:  There is no 
need to over torque 
the plug because there 
is an oring seal.   

  

 

  

9-11 

ORING 
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Tools Required for Installation  

 
Required Tools 
Á 1/2" Fuel Line Disconnect Tool 
Á Knife To Cut Fuel Hose 
Á 5/16ò, 7/16ò, 9/16ò and 10mm sockets 
Á Ratchet wrench  

Optional Tools 
Á 5mm Allen wrench 
Á 1/4ò Hex Tool and Ratchet 
Á Tape Measure 
Á Drill and 1/8ò and 21/64ò Bits 
Á Pliers 

 

 

Installation  

 

Disconnect both batteries for safety. 
Raise the vehicle and support it safely. 

 

This kit is supplied with self-threading 
bolts and matching washers to allow for 
direct mounting to the frame if desired. 
This is not the suggested installation 
method for most vehicles. Standard cab 
trucks must use direct frame mounting 
on the outboard side of the frame as 
there is insufficient room on the inside of 
the frame. See bottom of instructions for 
optional frame mounting or continue 
reading for normal installation method. 

Strap Mount vs. Direct Frame Mount 

 

Insert the three vibration isolators 
(1500356) into the pump bracket 
(1500355). Install the three M8 bolts 
(1900015) with the three M8 washers 
(1402609) and bolt to the frame mount 
bracket (1500373). 

 

Bolts 

Mounting bracket 

Isolator 

Pump Bracket 

Washer 
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Position the frame mount bracket on the 
outside driver side of the frame and 
determine mounting location so that the 
straps go between bracket and tank as 
shown. Install the two long band straps 
around the frame taking care to route 
them so they do not pinch the wiring 
loom or brake lines. 
 
The clamps threaded section and nut 
can be on either side of the frame, just 
ensure it is away from any bracket or 
frame edges.  

 

Tighten the band straps until the bracket 
is snug. There is no need to overtighten 
these straps, the nuts are self-locking 
and will not back off. Recommended 
torque 80-90 in-lbs. 
Ensure straps are close to edge tabs on 
bracket, and that the emergency brake 
cable is not hitting the bracket. 
(Frame bracket shown without pump 
bracket for clarity) 

 
Lift the pump into place and rotate so 
that the IN is orientated to the rear of the 
truck and OUT is towards the front of the 
truck. 
 
Loop the supplied clamps (1500358) 
through the pump bracket and around 
pump. Start the nuts on the band 
clamps. 
 
Center the pump so that the clamps are 
both holding the black section of the 
pump body then tighten. 
 
Recommended max torque 72 in-lb. 

 

Outside 
of 

Frame 
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NOTE Clamping the pump too high or 
too low may put strain on the motor and 
cause shaft misalignment leading to 
premature wear or increased motor 
loading.  
 
Ensure both straps are secured to the 
black motor body only. 

 

If installing the optional filter kits, install 
these now and skip the next step.  
(Refer to filter kit instructions for install of 
fittings) 

 

Install the inlet (1500313-M) and outlet 
(1500313) hose fittings into the pump (or 
pre / post filters) by removing the plastic 
protective caps and threading in the 
supplied fittings. 
 
IMPORTANT The fitting with the screen 
is installed to the IN port of the pump and 
functions as a debris screen. 

 


